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CHRONOMETRIC SYSTEM

Drivers Manual of installation

This manual makes reference to the installatiothefdriver for the converter usb-
serial (see picture hereafter) supplied with out14-

Important Communication

DON'T USE OUR DRIVERS if for your A-411, you use aUSB adapter different from this
one. In this case, the drivers to install will behose supplied by the manufacturer of your
system.

The drivers for this adapter presents on our webs till 12-03-2011 under the name of file
«drivers_rs232_usb_xp.zip »

gave problems of communication on the computers witoperating system Windows 7. The
updated version of the drivers of this manual and amed

« Driverinstaller_v130.zip »
solves completely all raised problems of communidain with the previous versions.

IT IS VERY IMPORTANT TO DISINSTALL THE OLDER DRIVER S
BEFORE THE INSTALLATION OF THE NEW ONES.




Exploratory operations before the installation of he device

NB: Execute these operations only if in the computer iglready present a former
installation of drivers, otherwise pass directly tahe phase “Installation Driver”

1. Disinstall the former driver.
2. Start again the computer.

Installation Driver

DriverInstaller _w130.exe

23
1. Execute the file g)g Setup.exe useful to the instadia of the driver.

Macrowvision Corparakion

2. To the term of the installation, connect the adajatéhe computer.

Check the correct installation of the driver

Make sure that the device is connected to the comjar.

1. Check in “Devices/Peripheral Management” the cdriastallation of the device, if the
driver is installed correctly the following windowill be visualized while opening the
submenu “Gate (COM and LPT)” present in the listnaf devices installed on the computer
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2. Check the version of driver by a right click mouse the device “Prolific USB-to-Serial
Comm Port (COM X)”, successively do a click on tygplication “Property”, the below
represented window will be visualized :



Proprieta - Prolific USB-to-Serial Comm Port (COMA4) =X

3. Select the tab | Generale | Impostazioni della porta LDI'WEF IDE;tlainl
“Driver” . Prific USB4o-Seral Comm Port (COM4)
T

Fomitore driver: Prolfic

| Data driver: 12/03/2010
‘ [ Versione driver: 3.3.11.152 ]
Firma digitale: Microsoft Windows Hardware Compatibility
Publisher
[ Diettagli diver I Per visualizzare dettagli sui file dei driver.
L Aggioma driver... Per aggiomare il software driver del dispositivo,

Se il dispositivo non funziona comettamente dopo
aver aggiomato il driver, Apristinare il driver
precedentemente installato,

Disattiva Dizabilita il dispositivo selezionato.
[ Disingialla ] Per disinstallare il driver iper utenti esperti).
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The number of version of your driver updated arsdialhed correctly on your computer will
depend, as indicated below, of your operating syste

Operating System Driver Version
Windows 98/Me 2.0.0.19
Windows 2000 / Xp / Server 2003 2.0.13.130
Windows Vista / 7 / Server 2008 3.3.11.152
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